

1.Dimensionsshowninmm(inch)asleft.Tolerance:±1mm(Excluding
cables).
2.Size:210.0X103.0X52.0(mm)
3.Packing:Netweight:1.1kgapprox./unit
 Grossweight:14.0kgapprox./carton,10units/carton
 Cartonsize(mm):412(L)x336(W)x387(H)
4.Connectors:
 ACinput:IEC3201Inlet
 DCoutput:Molex555706orequivalent
5.Outputcablelength:150cm
6.DCOKLED:Greenlightontopofbox
7.Boxcolor:Black



 InputVoltage………………...…...90VACto264VAC

InputFrequency………………………..47Hzto63Hz
InrushCurrent(cold)…………...……Lessthan40Aat

115VACor80Aat230VACcoldstart,25°C
OperatingTemperature……………………0°Cto40ºC
StorageTemperature…………..………..–20ºCto85ºC
Cooling………………………...…FreeAirConvection
Efficiency…………………………...…..>87%Typical
HoldupTime…………………………………….>16ms
OverloadProtection……...……….……AutoRecovery

Safety:
Designedinfullcompliancewith…….…...UL609501

UL606011
EMI………………...……………………..…..FCC“B”

CISPR22level“B”
Harmonics………...…………….EN6100032classD
EMS……………………...EN6100042,3,4,5,6,11



DT200Zxx(M)seriesisdesignedforbothmedical
andITEapplications.Itfeaturesnoloadinput
power<0.5watt,PF>0.9andaverageefficiency>
87%thatcancomplywithworldwideGreenPower
requirements.ForindicatingDCOK,agreenLEDis
provided.
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DT200Z5(M) 200 +12 0 15 33.4 1% 200mV ±0.5% ±3%
DT200Z8(M) 200 +15 0 12 21.6 1% 200mV ±0.5% ±3%
DT200Z3(M) 200 +18 0 10 18.3 1% 200mV ±0.5% ±3%
DT200Z6(M) 200 +24 0 8.4 14 1% 200mV ±0.5% ±3%
DT200Z14(M) 200 +48 0 4.2 6.9 1% 200mV ±0.5% ±3%


 


 
 
 
 


 


 


Note:(M)isforMedicalApplication
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